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system C_50
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system C_50

HEAD RAIL BRACKET FIXED TO THE MAIN COVER PANEL BRACKET

standard head rail bracket for cable guides

elastic head rail bracket

50

100

65

18

60

50

100

70
÷7

5

20

60

Number of head rail brackets
Head rail width [mm] Number of brackets [pc]

500 ÷ 1600 2
1610 ÷ 2400 3
2410 ÷ 3000 4
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system C_50
ANGLE BRACKETS AVAILABLE IN SIZES:

A B C
15 mm* 36 mm* 46 mm

29 mm 50 mm 60 mm

55 mm 76 mm 86 mm

83 mm 104 mm 114 mm

111 mm* 132 mm* 142 mm

139 mm* 160 mm* 170 mm

* on demand, longer realization time

5,
5
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,5

5,514

25

30

5
5

B

A

C

88 25

12,5

35

35

M6

8,2

50

59
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M6

12,5

8,2

CABLE GUIDE SINGLE AND DOUBLE BRACKETS
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system C_50
CABLE GUIDE BRACKET EXTENSION

CABLE TIGHTENER

There are 3 lengths of the bracket extension
A B C

option 1 50 mm 90 mm 106 mm
option 2 87 mm 127 mm 144 mm 
option 3 125 mm 165 mm 180 mm

25

65

12,5

10
45

Ø6,5

tightener for installation
to the floor

locking screw

Ø20

37
52

M8

tightener for facade 
installation

BUNDLE (STACK) AND COVER PANEL HEIGHT

H - total 
height of the 
blind [mm]

Bundle height 
[mm]

h - cover panel 
height [mm] 

610 ÷ 1000 120 120
1010 ÷ 1400 130

1501410 ÷ 1800 140
1810 ÷ 2200 150
2210 ÷ 2600 160

170
2610 ÷ 3000 170
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system C_50

100
120 610 ÷ 1000
150 1010 ÷ 2200
170 2210 ÷ 3000

s

h

 

120 610 ÷ 1000
150 1010 ÷ 2200
170 2210 ÷ 3000

8

10

L

h

100

for installation in door
and window recess

cover panel
cover panel

cover panel

end cap type 4B

end cap type 1A

cover panel

cover panel

cover panel

for installation in door
and window recess

with end caps for installation
in door and window recess

with end caps for installation
in door and window recess

COVER PANEL TYPE 1A

СOVER PANEL - DIMENSIONS

END CAP TYPE 1A - DIMENSIONS

H - total height of 
      the blind [mm]h - [mm]L

cover width

COVER PANEL TYPE 4B

H - total height of 
      the blind [mm]h - [mm]

s - cover 
depht [mm]
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system C_50

2

3

1
Installation:

Connector (1) fix to the cover panel (2) with a 
rivet (3). Slide the second cover panel on the 
protruding part of the connector, keeping a 5 
mm gap between the covers.

Maximum length of the cover panel in 
one piece is 4 m. Length over 4 m can be 
achieved by using the connector.

CONNECTING COVER PANELS

CONNECTOR - DIMENSIONS

s

h

END CAP TYPE 4B - DIMENSIONS

100
120 610 ÷ 1000
150 1010 ÷ 2200
170 2210 ÷ 3000

H - total height of 
      the blind [mm]h - [mm]

s - cover 
depht [mm]

809
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system C_50
TYPES OF MOUNTING FOR CABLE GUIDE BRACKET
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system C_50
CABLE GUIDE FIXING WITH TENSION
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MAXIMUM DIMENSIONS

width 4000 mm
height 3500 mm

L - total width
H - total height

0.2

4,
5 49

slat cross- section

10
,5

49

bottom bar cross-section

bottom bar end cap

system C_50 slim

L

H

slap clip colourless

13
,6

51,6
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ELASTIC HEAD RAIL BRACKET FOR C50 SLIM

ELASTIC HEAD RAIL BRACKET - TWIST

open backclosed

Ø 4.8

Ø 4.8

Ø 4.7

system C_50 slim

5

52-57
10,3

12,5 

30.5

65.0
42

45,5

19

7,
5

9
8,

5

5

ELASTIC HEAD RAIL BRACKET

50

100

70
÷7

5

20

60
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34

43

5,
5

5,
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8,
5
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8,5

6
43

34
28
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system C_50 slim

3

ANGLE BRACKET FOR CABLE GUIDE
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system C_80

C80 - OPTION WITH CUBE CASSETTE AND CUBE RAIL GUIDES

 s

 L

h  

 H

 

5 mm

Guide rails can be installed both outside and inside
the cassette, depending on the type of mounting or
the client’s requirements.

Maximum dimensions:
- width 4500 mm
- height 5000 mm
L - total width of the venetian blind
H - total height of the venetian blind
h - total height of the cover panel
s - depth of the cover panel

Maximum dimensions:
- width 4500 mm
- height 5000 mm
L - total width of the venetian blind
H - total height of the venetian blind
h - total height of the cover panel
s - depth of the cover panel

C80 - OPTION WITH OVAL CASSETTE AND OVAL GUIDE RAILS
h

H

L

s

5 mm

Guide rails  can be installed both outside and inside
the cassette, depending on the type of mounting or
the client’s requirements.
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system C_80

Every second slat is equipped with a 
guiding bolt. This results in a stable 
slat movement in the rail guides.

End cap without a gap, used for 
installation with guide rails on the inside.

In this type of installation there 
is only one cassette for all of the 
venetian blinds, and the guide 
rails are installed inside the 
cassette.

ATTENTION! 
Maximum width of the cassette in one piece is 3 m (cassette hanging only on 
the guide rails). In case of additional brackets for the cassette, the maximum 
width is 6 m.

MODULAR INSTALLATION TYPE A - C80 IN OVAL OR CUBE 
CASSETTE WITH GUIDES RAIL INSIDE
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MODULAR INSTALLATION TYPE B - C80 IN OVAL OR CUBE CASSETTE WITH GUIDES RAIL OUTSIDE

End cap with a gap, used for installing the 
guide rails on the outside.

In this type of installation, guide rails are 
the carrying element of the construction. 

They transmit the weight of the whole 
construction to the brackets.

Every second slat is equipped with a guiding 
bolt. This results in a stable slat movement in 

the rail guides.

system C_80
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If used cover panel the niche 
need to be deeper.

C80/C80L - SLAT CROSS SECTION

C80/C80L - BOTTOM BAR END CAP

C80/C80L - MAIN COVER PANEL BRACKET

C80/C80L - BOTTOM BAR CROSS SECTION

system C_80
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system C_80
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500 ÷ 1600 2
1610 ÷ 2400 3
2410 ÷ 3200 4
3210 ÷ 4000 5
4010 ÷ 4500 6

C80/C80L - ADJUSTABLE MAIN COVER PANEL BRACKET

C80/C80L - AUXILIARY COVER PANEL BRACKET

Number of head rail brackets

bracket 125 bracket 215 bracket 290 bracket 390

Head rail 
width [mm]

Number of
brackets [pc]
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system C_80

C80 - OVAL GUIDE RAIL END CAP

C80 - SINGLE GUIDE RAIL END CAP

tightening screw

17,3 19,3

14
,9

tightening screw

tightening screw

R20,5

18,6

40,3

4618
18

C80/C80L - SILENCING CAP FOR THE AUXILIARY BRACKET

C80 - SINGLE, DOUBLE, OVAL DOUBLE AND CUBE DOUBLE GUIDE RAIL

13

8

44,5

40

1,
6

single

double

40
,3

48

6

R2
0,5

9

23
,5

OVAL double

48.2 mm

40
.3

 m
m

CUBE double

CUBE GUIDE RAIL END CAP

48
.3

20

19.6

3

40.4
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system C_80

120

  h

65

18

60

120

  h
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÷7

5

20

60

146

 h h

146

HEAD RAIL BRACKET FIXED TO THE MAIN COVER PANEL BRACKET

HEAD RAIL BRACKET FIXED TO THE CASSETTE

C80L - standard bracket

C80/C80L - elastic head rail bracket

Cable guide plate
(only for option with crank)
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system C_80

h

146

65
18

60

h

146

70
÷7

5

20

60

HEAD RAIL BRACKET FIXED TO THE MAIN OVAL CASSETTE

C80L - standard bracket

C80/C80L - elastic head rail bracket

Cable guide plate
(only for option with crank)
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system C_80

5
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12.5
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14,3 ,14 3

3648

10
20

6

14,314,3

4

12
10,2

15,2

60 42
,6

5,
4

8

25

5

TYPE 1 - standard
50÷70

70÷100
100÷145

TYPE 2*
50÷70

70÷105
100÷170
170÷295

TYPE 4
50÷70

70÷100
100÷170

TYPE 3*
50÷70

75÷120

BRACKET TYPES FOR SINGLE AND DOUBLE RAIL GUIDES

*on demand, longer realization time

BRACKET FOR SELF - SUPPORTING GUIDE RAILS AND CASSETTE (BRACKET BOLT, PLATE AND EXTRUDED PROFILE)

18

38

23.5

37
.5

 

6890

12
32

8,
8

 L5

pin extruder
plate

bracket

length ‘L’ are selected individually depending on the 
installation conditions or investor guidelines

Lmin. = 57 mm, Lmax. = 180 mm 

ADJUSTABLE BRACKET



SELT SPS -  TECHNICAL CATALOGUE FOR VENETIAN BLINDS 29

system C_80
INSTALLATION OPTION FOR SINGLE AND DOUBLE GUIDE RAIL

Recommended number of rail guide brackets

BRACKET INSTALLATION FOR OVAL/CUBE GUIDE RAIL AND FOR OVAL/CUBE CASSETTE

Wall installation Installation to the window frame

 Double guide rail

window frame
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window frame

Single guide rail

Bracket installation to the guide rail

Bracket installation for the cassette

Reccomended numbers of guide rail brackets
Blind height [mm] Brackets number

500 ÷ 1600 2 pary
1600 ÷ 2600 3 pary
2600 ÷ 3600 4 pary
3600 ÷ 4600 5 par
4600 ÷ 5000 6 par

Blind height [mm] Bracket number
500 ÷ 1600 2 pary

1601 ÷ 2600 3 pary
2601 ÷ 3600 4 pary
3601 ÷ 4000 5 par

Brackets are only given for the rail guides. 
Additional brackets for the cassette have 
to be ordered separately. Order only for 
cassettes wider than 3000 mm.

While ordering the cassette brackets, 
please remember that they have to be 52 
mm shorter than the rail guide brackets.

92
14

8

52 mm
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ANGLE BRACKETS ARE AVAILABLE IN SIZES

A B C
15mm* 36mm* 46mm

29mm 50mm 60mm

55mm 76mm 86mm

83mm 104mm 114mm

111mm* 132mm* 142mm

139mm* 160mm* 170mm

* available on demand, longer realization time.

5,
5

12
,5

5,514

25

30

5

5

B

A

C

88 25

12,5

35

35

M6

8,2

50

59
25

M6

12,5

8,2

system C_80

SINGLE AND DOUBLE CABLE GUIDE BRACKET

CABLE GUIDE FIXING WITH TENSION
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CABLE GUIDE BRACKET EXTENSION

CABLE TIGHTENER

There are 3 available extension lengths:

A B C
option 1 50 mm 90 mm 106 mm
option 2 87 mm 127 mm 144 mm 
option 3 125 mm 165 mm 180 mm

25

65

12,5

10
45

Ø6,5

A
B

C

C80/C80L - BUNDLE AND COVER PANEL HEIGHT

H - total blind 
height [mm]

Bundle height 
[mm]

h - cover panel 
height [mm] 

610 ÷ 800 190 200810 ÷ 1000 200
1010 ÷ 1200 210

2501210 ÷ 1400 230
1410 ÷ 1600 240
1610 ÷ 1800 250
1810 ÷ 2000 260

3002010 ÷ 2200 280
2210 ÷ 2400 290
2410 ÷ 2600 300
2610 ÷ 2800 310

3402810 ÷ 3000 320
3010 ÷ 3200 340
3210 ÷ 3400 350

3903410 ÷ 3600 360
3610 ÷ 3800 370
3810 ÷ 4000 380

440

4010 ÷ 4200 400
4210 ÷ 4400 410
4410 ÷ 4600 420
4610 ÷ 4800 430
4810 ÷ 5000 440

H
 -
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 c
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 h
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tightener for facade installation

Ø20

37
52

M8

locking screw

tightener for installation to the floor

system C_80
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system C_80
SELF-SUPPORTING BRACKET TYPE B

1

4

3

2

6

7

B-B

7510
0

20

A

A

B

B

46¸ 52

6 7,5

M6

A-A

10
0

12
0

9

14

28

M8

5

7 2 Round washer 6.4 PN EN ISO 7090 A2 0.001 kg

6 2 Self-locking nut. M6-A2 PN EN ISO 10511 A2-70 0.002 kg

4 1 Lock-washer Ø 8 mm ART_NR_420500_
HX_0_

galvanised 0.000 kg Metric

3 1 Hexagon bolt M8x16-A2-70 DIN 6912 A2-70 0.010 kg

5 1 Fixing element 123.011.000 0.049 kg

2 1 Adjustable part of the bracket 123.005.002 EN AC 44300 0.053 kg

1 1 Wall side part of bracket (for 
Venetian Blinds)

123.006.001 EN AC 44300 0.104 kg

Lp. IL. Name Figure or standars no Material Weight Paint Remarks

Parts list

(no background)

2 holes Ø7
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C80/C80L - BUNDLE AND CASSETTE HEIGHT

H - total blind 
height [mm]

bundle height 
[mm] cassette [mm] 

610 ÷ 800 190
240810 ÷ 1000 200

1010 ÷ 1200 210
1210 ÷ 1400 230

+ 100
extension

↓
332

1410 ÷ 1600 240
1610 ÷ 1800 250
1810 ÷ 2000 260
2010 ÷ 2200 280
2210 ÷ 2400 290
2410 ÷ 2600 300
2610 ÷ 2800 310
2810 ÷ 3000 320

+ 160
extension

↓
392

3010 ÷ 3200 340
3210 ÷ 3400 350
3410 ÷ 3600 360
3610 ÷ 3800 370
3810 ÷ 4000 380

H
 -

 to
ta

l b
lin

d 
he

ig
ht

bu
nd

le
 h

ei
gh

t
C80/C80L - COVER PANELS - TYPE 1

with end caps for installation
in door and window recess

C80/C80L - COVER PANELS - TYPE 2

for installation in door and 
window recess

with end caps for installation
in door and window recess

for installation in door 
and window recess

system C_80

cassette
extension

cover panel

cover panelcover panel

cover panel cover panel

cover panel

end cap type 2

end cap type 1

cassette
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C80/C80L - COVER PANEL - TYPE 4A 

C80/C80L - COVER PANEL - TYPE 3 

for facade installation

for universal installation

with end caps for facade installation

with end caps for universal installation

C80/C80L - COVER PANEL - TYPE 3A 

C80/C80L - COVER PANEL - TYPE 4 

C80/C80L - COVER PANEL - DIMENSIONS

8

10

L h [mm]
H -  total height of 

the blind [mm]

cover width

200 610 ÷ 1000
250 1010 ÷ 1800
300 1810 ÷ 2600
340 2610 ÷ 3200
370 3210 ÷ 3800
440 3810 ÷ 5000

s - cover depth 
[mm] h [mm]

H - total height of 
the blind [mm]

120

200 610 ÷ 1000
250 1010 ÷ 1800
300 1810 ÷ 2600
340 2610 ÷ 3200
370 3210 ÷ 3800
440 3810 ÷ 5000

C80/C80L - END CAP TYPE 1 - DIMENSIONS

L

h

s

h

30

max. height 20 cm

system C_80

top panel 3
cover panel

end cap type 1

end cap type 2

cover panel

cover panel cover panel

cover panel

cover panel

top panel 3

top panel 4
top panel 4
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s - cover depth 
[mm] h [mm] H - total height of 

the blind [mm]

120

200 610 ÷ 1000
250 1010 ÷ 1800
300 1810 ÷ 2600
340 2610 ÷ 3200
370 3210 ÷ 3800
440 3810 ÷ 5000

C80/C80L - TOP COVER 3 - DIMENSIONS

C80/C80L - END CAP TYPE 2 - DIMENSIONS

C80/C80L - TOP COVER 4 - DIMENSIONS

C80/C80L - CONNECTOR - DIMENSIONS

809

L s - cover 
depth [mm]

H - total height of the 
blind [mm]

cover width 122 0 ÷ 5000

L

s

L s - cover 
depth [mm]

H - total height of the 
blind [mm]

cover width 124 0 ÷ 5000

L

s
s

h

30

30

30

system C_80

co
ve

r h
ei

gh
t
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C80/C80L - CONNECTING COVER PANELS

2

3

1
Installation:
Connector (1) fix to the cover panel (2) with a 
rivet (3). Slide the second cover panel on the 
protruding part of the connector, keeping a 5 
mm gap between the covers. 
Maximum length of the cover panel in one 
piece is 4m. Length over 4m can be achieved 
by using the connector.

Cassette application depending on the
venetian blind size [mm]

cassette 240 up to 1500
cassette + extension 100 1500 ÷ 3.000
cassette + extension 160 to 4000

C80/C80L - COVER - TYPE 5 (OVAL CASSETTE)

system C_80

end cap 240 with the gap

end cap 392 with the gap

end cap 332 with the gap

end cap 240 without the gap

end cap 392 without the gap

end cap 332 
without the gap

depending on installation 
type, there are two end cap 
types - with or without a gap

cassette

cassette

cassette

cassette extension 100

cassette 
extension 160
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system C_80

14.5

84
.6

72
.5

62
7

Ø10 max.
axis of the aluminium 

side guide

2

11

1

3

screw ST 4.8 - max.
(hole Ø5.5 - max.)

20

L

150 = = 150

drill way
guide rail length L [mm] numbers of holes

do 1350 2
1351 - 2400 3
2401 - 3450 4
3451 - 4000 5

3 screw  ST4.8 x L ISO 7049 galvanized steel 0.004 kg
2 Frame- sides rail gasket PCV 0.081 kg/lm
1 frame- sided guide rail Al. 0.822 kg/lm

Lp. name fig. nr or standards material weight

 FRAME- SIDED GUIDE RAIL- INSTALLATION

CONCEALED GUIDE RAIL

3
1

2

22.5

27

21
.5

18.3

1. Concealed guide rail
2. Gasket
3. Installation profile
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VENETIAN BLIND WITH COVER PANEL AND CABLE GUIDES

Maximum dimensions:
- width 4000mm
- height 4000 mm
L - total width of the venetian blins
H - total height of the venetian blind
h - total height of the cover panel
s - depth of the cover panel

 L

 s

 h
 H

15 mm
25mm

system C_80 flat
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120

12
0

55

18
8

10
,5

8

7,5 25,5
40,5

R3,5

R3,5

10

8

8 13,5

15,5

120

 R3,5

7,
5

R3,5
 M5

13,5

10

60

20

 M5

ø5,7

40
,5

6,
9

79

0,
5

19

80

Bottom bar end cap, fixing for tape, sleeve for cable guide

slat cross-secton

bottom bar

system C_80 flat
C80/C80 L  
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46

38
2

36
6

72

Ø7,5

46

30
4

28
572

Ø7,5

46

22
4

20
572

Ø7,5

46

72
14

2

12
5

Ø7,5

31
0÷

39
0 

23
0÷

31
0

15
0÷

23
0 

39
0÷

47
0

C80/C80L - SILENCING CAP FOR THE AUXILIARY  BRACKET

13

8

44,5

40

1,
6

system C_80 flat
C80/C80L - AUXILIARY COVER PANEL BRACKET

bracket 390bracket 290bracket 215 bracket 125 

Number of head rail brackets
Head rail 

width [mm]
Number of 

brackets[pc]
500÷1600 2

1610÷2400 3
2410÷3200 4
3210÷4000 5
4010÷4500 6
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H - total blind 
height [mm]

bundle height 
[mm]

h - cover panel 
height [mm] 

610 ÷ 800 140
150

810 ÷ 1000 150
1010 ÷ 1200 160

170
1210 ÷ 1400 170
1410 ÷ 1600 180

2001610 ÷ 1800 190
1810 ÷ 2000 200
2010 ÷ 2200 210

250

2210 ÷ 2400 220
2410 ÷ 2600 220
2610 ÷ 2800 230
2810 ÷ 3000 240
3010 ÷ 3200 250
3210 ÷ 3400 260

300
3410 ÷ 3600 270
3610 ÷ 3800 280
3810 ÷ 4000 290
4010 ÷ 4200 300
4210 ÷ 4400 310

340
4410 ÷ 4600 320
4610 ÷ 4800 330
4810 ÷ 5000 340

C80/C80L - COVER PANEL - TYPE 1

with end caps for installation
in door and window recess

C80/C80L - COVER PANEL - TYPE 2

for installation in door and 
window recess

with end caps for installation
in door and window recess

for installation in door 
and window recess

cover panel

end cape type type 1

end cape type type 2

cover panel

cover panel

cover panel

cover panel

cover panel

system C_80 flat
H 
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ot
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h 
- c
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809

s

h

system C_80 flat
C80/C80L - CONNECTOR - DIMENSIONS

C80/C80L - end cap type 1 - dimensions

co
ve

r h
ei

gh
t

s - cover depth[mm] h [mm] H - total height of the 
blind [mm]

120

200 610÷1000
250 1010÷1800
300 1810÷2600
340 2610÷3200
370 3210÷3800
440 3810÷5000

ANGLE BRACKETS ARE AVAILABLE IN SIZES

A B C
15mm* 36mm* 46mm

29mm 50mm 60mm

55mm 76mm 86mm

83mm 104mm 114mm

111mm* 132mm* 142mm

139mm* 160mm* 170mm

*available on demand, longer realization time.

5,
5

12
,5

5,514

25

30

5

5

B

A

C
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system C_80 flat

88 25

12,5

35

35

M6

8,2

50

59
25

M6

12,5

8,2

SINGLE AND DOUBLE CABLE GUIDE BRACKET

CABLE GUIDE BRACKET EXTENSION

There are 3 available extension lengths:
A B C

option 1 50 mm 90 mm 106 mm
option 2 87 mm 127 mm 144 mm 
option 3 125 mm 165 mm 180 mm

25

65

12,5

10
45

Ø6,5

A
B

C
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system C_80 flat

15

60

4040

10
6

10
6

12,5

44 4415

28
26

50 50

22,5 12,522,5 12,5

9,5

29
,7

5
12

13

5
45,7

60
12

13
5

6,3

45
10

10

8

106

10
45

10

8

106

3

TYPES OF MOUNTING FOR CABLE GUIDE BRACKET
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system Z_90
OPTION WITH COVER PANEL AND ALUMINIUM RAIL GUIDES

Maximum dimensions:
- width 4500mm
- height 5000mm
L - total width of the venetian blind
H - total height of the venetian blind

5 mm
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system Z_90

Every second slat is equipped with
a guiding bolt. This results in a stable slat

movement in the guid railes.

End cap without a gap, 
used for installation with 
rail guides on the inside.

In this type of installation 
there is only one cassette for 
all of the venetian blinds, and 
the guide rails are installed 
inside the cassette. 

Maximum width of the cassette in one piece is 3m 
(cassette hanging only on the side guides). In case 
of additional brackets for the cassette, the maximum 
width is 6 m.

MODULAR INSTALLATION TYPE A - Z90 IN OVAL OR CUBE CASSETTE WITH GUIDES RAIL INSIDE
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system Z_90

End cap with a gap, used for installing 
the rail guides on the outside.

In this type of installation, rail guides are the 
carrying element of the construction. They 
transmit the weight of the whole construction 
to the brackets.

Every second slat is equipped with
a guiding bolt. This results in a stable slat

movement in the rail guides.

MODULAR INSTALLATION TYPE B - Z90 IN OVAL OR CUBE CASSETTE WITH GUID RAILES OUTSIDE
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system Z_90

92.5

12
.9 0,

45

slat cross- section

21
,9

93

bottom bar cross- section

bottom bar end cap

140

12
0

55

18
8

10
,5

8

7,5 25,5
40,5

R3,5

R3,5

10

8

8 13,5

15,5

140

 R3,5

7,
5

R3,5
 M5

13,5

10

60

20

 M5

ø5,7

40
,5

COVER PANEL MAIN BRACKET

If used cover panel the niche need 
to be deeper. 
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system Z_90

M5x0.8 - 6H 

7,5 25
40

15

7

16
8

14
8

4,
5

11

1

59  
 106-180

 12
0,5

14,7

7
9,

1

13

16,3  63-145

9

8
12

56

46

38
2

36
6

72

Ø7,5

46

30
4

28
572

Ø7,5

46

22
4

20
572

Ø7,5

46

72
14

2

12
5

Ø7,5

31
0÷

39
0 

23
0÷

31
0

15
0÷

23
0 

39
0÷

47
0

ADJUSTABLE MAIN COVER PANEL BRACKET

AUXILIARY COVER PANEL BRACKETS

bracket 125 bracket 215 bracket 290 bracket 390

ø3

Number of head rail brackets 

Head rail 
width [mm]

Number of 
brackets [pc]

500÷1600 2

1610÷2400 3

2410÷3200 4

3210÷4000 5

4010÷4500 6
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system Z_90

13

8

44,5

40

1,
6

140

  h

65

18

60

  h

70
÷7

5

20

60

140

SILENCING CAP FOR THE AUXILIARY BRACKET

HEAD RAIL BRACKET FIXED TO THE MAIN COVER PANEL BRACKET

standard bracket

elastic head rail bracket
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system Z_90
HEAD RAIL BRACKET FIXED TO THE OVAL CASSETTE

standard bracket elastic head rail bracket

HEAD RAIL BRACKET FIXED TO THE CUBE CASSETTE

SINGLE, DOUBLE AND ROUND DOUBLE RAIL GUIDE

40
,3

48

6

R2
0,5

9

23
,5

h
146

65

18

60

h

146

70
÷7

5

20

60
 h

146 146

 h

CUBE doubleOVAL doubledouble

48.2 mm

40
.3

 m
m

single
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system Z_90

SINGLE RAIL GUIDE END CAP

tightening screw

17,3 19,3
14

,9

OVAL GUIDE RAIL END CAPCUBE GUIDE RAIL END CAP

tightening screw

tightening screw
R20,5

18,6

40,3

4618
18

BRACKET TYPES FOR SINGLE AND DOUBLE GUID RAILES

5
10

30

12.5

25
9
30

22
10

50

6

4

14,3 ,14 3

3648

10
20

6

14,314,3

4

12
10,2

15,2

60 42
,6

5,
4

8

25

5

48
.3

20

19.6

3
40.4

Typ 1 - standard
50÷70

70÷100
100÷145

Typ 2*
50÷70

70÷105
100÷170
170÷295

Typ 3*
50÷70

75÷120

Typ 4
50÷70

70÷100
100÷170
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system Z_90
OVAL OR CUBE GUIDE RAIL BRACKET

INSTALLATION OPTIONS FOR SINGLE AND DOUBLE RAIL GUIDE

18

38

23.5

37
.5

 

6890

12
32

8,
8

 L5

pin extruder plate

bracket

length ‘L’ are selected individually depending on 
the installation conditions or investor guidelines

Lmin. = 57 mm, Lmax. = 180 mm

Recommended number of rail guide brackets

Blind height [mm] Bracket number

500 ÷ 1600 2 pairs

1600 ÷ 2600 3 pairs

2600 ÷ 3600 4 pairs

3600 ÷ 4600 5 pairs

4600 ÷ 5000 6 pairs

Wall installation Installation to the window frame

 Double guide rail

window frame

di
st

an
ce

 fr
om

 th
e 

gu
id
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il 
ax

is

di
st
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 fr
om

 th
e 

gu
id
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il 
ax

is

di
st
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 fr
om

 th
e 

gu
id

e 
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il 
ax

is

window frame

Single guide rail

ADJUSTABLE BRACKET
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system Z_90

Recommended number of rail guide brackets

52 mm

BRACKET INSTALLATION FOR OVAL OR CUBE RAIL GUIDE AND FOR OVAL OR CUBE CASSETTE

Bracket installation to the guide rail

Bracket installation for the cassette

to
ta

l b
lin

d 
he

ig
ht

 

co
ve

r p
an

el
 h

ei
gh

t

bu
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 h

ei
gh

t

Blind height [mm] Bracket number
500 ÷ 1600 2 pairs

1601 ÷ 2600 3 pairs
2601 ÷ 3600 4 pairs
3601 ÷ 4000 5 pairs

92
14

8

Brackets are only given for the rail guides. 
Additional brackets for the cassette have to be 
ordered separately. Order only for cassettes 
wider than 3000 mm.

While ordering the cassette brackets, please 
remember that they have to be 52 mm shorter 
than the rail guide brackets.

BUNDLE AND COVER PANEL HEIGHT

Total blind height 
[mm] Bundle height [mm] Cover panel height 

[mm] 
610 ÷ 800 130

200

810 ÷ 1000 140
1010 ÷ 1200 160
1210 ÷ 1400 170
1410 ÷ 1600 190
1610 ÷ 1800 200
1810 ÷ 2000 220

2502010 ÷ 2200 230
2210 ÷ 2400 250
2410 ÷ 2600 260

3002610 ÷ 2800 270
2810 ÷ 3000 290
3010 ÷ 3200 300
3210 ÷ 3400 310

3403410 ÷ 3600 330
3610 ÷ 3800 340
3810 ÷ 4000 360 3704010 ÷ 4200 370
4210 ÷ 4400 390

440
4410 ÷ 4600 400
4610 ÷ 4800 420
4810 ÷ 5000 430



SELT SPS -  TECHNICAL CATALOGUE FOR VENETIAN BLINDS58

system Z_90
SELF-SUPPORTING BRACKET TYPE B

1

4

3

2

6

7

B-B

7510
0

20

A

A

B

B

46¸ 52

6 7,5

M6

A-A

10
0

12
0

9

14

28

M8

5

7 2 Round washer 6.4 PN EN ISO 7090 A2 0.001 kg

6 2 Self-locking nut. M6-A2 PN EN ISO 10511 A2-70 0.002 kg

4 1 Lock-washer Ø 8 mm ART_NR_420500_
HX_0_

galvanised 0.000 kg Metric

3 1 Hexagon bolt M8x16-A2-70 DIN 6912 A2-70 0.010 kg

5 1 Fixing element 123.011.000 0.049 kg

2 1 Adjustable part of the bracket 123.005.002 EN AC 44300 0.053 kg

1 1 Wall side part of bracket (for 
Venetian Blinds)

123.006.001 EN AC 44300 0.104 kg

Lp. IL. Name Figure or standars no Material Weight Paint Remarks

Parts list

(no background)

2 holes Ø7
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system Z_90
BUNDLE AND OVAL/CUBE CASSETTE HEIGHT

Total blind height 
[mm]

Bundle height 
[mm] Cassette [mm] 

610 ÷ 800 130

240

810 ÷ 1000 140
1010 ÷ 1200 160
1210 ÷ 1400 170
1410 ÷ 1600 190
1610 ÷ 1800 200
1810 ÷ 2000 220
2010 ÷ 2200 230

+ 100
extension

↓
330

2210 ÷ 2400 250
2410 ÷ 2600 260
2610 ÷ 2800 270
2810 ÷ 3000 290
3010 ÷ 3200 300
3210 ÷ 3400 310
3410 ÷ 3600 330 + 160

extension
↓

390

3610 ÷ 3800 340

3810 ÷ 4000 360

COVER PANEL - TYPE 1

with end caps for installation 
in door and window recess

for installation in door 
and window recess

COVER PANEL - TYPE 2

for installation in door and 
window recess

with end caps for installation 
in door and window recess

cassette

to
ta

l b
lin

d 
he

ig
ht

bu
nd

le
 h

ei
gh

t

cassette
extension

cover panel

end cap type 1

end cap type 2

cover panel

cover panel

cover panel

cover panel

cover panel



SELT SPS -  TECHNICAL CATALOGUE FOR VENETIAN BLINDS60

system Z_90

COVER PANEL - TYPE 4A 

for facade installation

universal installation

with end caps 
for facade installation 

with end caps for 
universal installation

COVER PANEL - TYPE 3A

up to 20 cm

COVER PANEL - DIMENSIONS

8

10

L h [mm]
H - total height of

the blind [mm]

cover width

200 610 ÷ 1800
250 1810 ÷ 2400
300 2410 ÷ 3200
340 3210 ÷ 3800
370 3810 ÷ 4200
440 4210 ÷ 5000

L

h

30

s - cover depth 
[mm] h [mm]

H - total height of 
the blind [mm]

120

200 610 ÷ 1800
250 1810 ÷ 2400
300 2410 ÷ 3200
340 3210 ÷ 3800
370 3810 ÷ 4200
440 4210 ÷ 5000

END CAP TYPE 1 - DIMENSIONS

s

h

cover panel

cover panel
cover panel

cover panel

cover panel

cover panel
top cover 3

top cover 4
top cover 4

top cover 3

end cap type 1

end cap type 2
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system Z_90

s -  cover depth 
[mm] h [mm] H - total height of 

the blind [mm]

120

200 610 ÷ 1800
250 1810 ÷ 2400
300 2410 ÷ 3200
340 3210 ÷ 3800
370 3810 ÷ 4200
440 4210 ÷ 5000

END CAP TYPE 2 - DIMENSIONS

s

h

TOP COVER 3 - DIMENSIONS

L s - cover 
depth [mm]

H -  total height of the 
blind [mm]

cover width 144 0 ÷ 5000

L

s

30

TOP COVER 4 - DIMENSIONS

L s - cover 
depth [mm]

H -  total height of the 
blind [mm]

cover width 142 0 ÷ 5000

L

s

30

CONNECTOR - DIMENSIONS

co
ve

r h
ei

gh
t

809
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system Z_90
CONNECTING COVER PANELS

2

3

1
Installation:
Connector (1) fix to the cover panel (2) with a rivet (3). 
Slide the second cover panel on the protruding part 
of the connector, keeping a 5 mm gap between the 
covers.
Maximum length of the cover panel in one piece is 
4 m. Length over 4 m can be achieved by using the 
connector.

depending on installation
 type, there are two end cap 
types -with or without  a gap

cassette
Cassette application depending on the

venetian blind size [mm]
cassette 240 do 1500

cassette + extension 100 1500 ÷ 3.000
cassette + extension 160 do 4000

COVER - TYPE 5 (OVAL CASSETTE)

cassette

end cap 240
 without the gap

cassette

end cap 392 without the gap

end cap 332
 without the gap

cassette 
extension 100

cassette 
extension 160

end cap 332
with the gap

end cap 392 with the gap

end cap 240 
with the gap
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system Z_90
14.5

84
.6

72
.5

62
7

Ø10 max.
axis of the aluminium 

side guide

2

11

1

3

screw ST 4.8 - max.
(hole Ø5.5 - max.)

20

L

150 = = 150

drill way
guide rail length L [mm] numbers of holes

do 1350 2
1351 - 2400 3
2401 - 3450 4
3451 - 4000 5

3 screw  ST4.8 x L ISO 7049 galvanized steel 0.004 kg
2 Frame- sides rail gasket PCV 0.081 kg/lm
1 frame- sided guide rail Al. 0.822 kg/lm

Lp. name fig. nr or standards material weight

 FRAME- SIDED GUIDE RAIL- INSTALLATION

CONCEALED GUIDE RAIL

3
1

2

22.5

27

21
.5

18.3

1. Concealed guide rail
2. Gasket
3. Installation profile
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Accessories - not for OVAL and CUBE systems

CRANK

DETACHABLE CRANK WITH BAYONET AND FIXED CRANK WITH EXTENSION

Detachable crank with bayonet

Standard crank
H - height of the venetian blind
Crank length: 2/3H

Fixed crank with extension

Crank on demand, 
longe realization time

H - height of the venetian blind
Crank length: 2/3H

19.5

62

35
÷5

5

Ø4,1

ADJUSTABLE CRANK HOLDER
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not for OVAL and CUBE systems - Accessories

 20

 3
0

 4
0

max 500[mm]

GEAR PLACEMENT IN RELATION TO OTHER COMPONENTS

PASS-THROUGH

pass-through

head rail

main cover panel bracket

gear
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